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Use the 9x6 instructions to build the framework, the construction method is the same 
only the shorter side are now the same as the back section of the building.  Once you 
have all the sides built up with the door in position you can then begin assembly of the 
roof structure. 
 
Lay the lower frame out on the ground and assemble, attaching the roof glazing bars 
(EV0966) to the corner brackets.  
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With help position this onto the building.  See diagram 54 and 55 in the 9x6 manual for 
the fixing down of the roof bars to the sides.  
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Again, see diagram 52 and 53 in the 9x6 manual for the fixing down of the mid roof bars 
to the sides and to the lower frame at the top of the bar. 
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Now assemble the gables of the lantern top.  Fix through the corner mortice in the sides 
to pick up the cill section with 50mm screws.  Also use 50mm screws  down through the 
gable bars into the corner bars. Remember to drill pilot holes before fixing any screws. 
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With both gables assembled, join them together with the plain cill sections, eaves rails 
and ridge. The cill and eaves bar are both fixed through the gable ends with 80mm 
screws.  The ridge is fixed to the gable bars with 50mm screws as shown in diagram 52. 
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Next add the lantern top roof bars and fix again as shown in diagram 52 and 53.  Between 
these bars you can fix the vent slam rail.  When using the aluminium capping this should 
be fitted on the long side face.  If using the cedar capping then the short face should be 
used so the slam rail sits higher.  
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Now glaze the lantern top.  The gable glass and side glass slide up from under the frame 
and is retained by the flashing extrusion (EV1021M), use 25mm pan head screws to fix in 
place.  The roof glass is held in place by 1 glass stop per pane and secured with capping 
on each side.  
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Now fit he ridge cap, end caps and finals to the lantern top.  This can be done once the 
lantern top is in place if you find it a little heavy to lift, but it is easier to do this on the 
ground. With these in place fix the top hinge section of the vent hinge to both sides of 
the ridge cap.  
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Lift the assembled lantern top above the roof and lower it down onto the lower frame 
installed earlier. The lantern top then fixes to this with 25mm pan head screws.  
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Having built the roof vents, page 47 and 48 of the 9x6 instruction manual you can then 
insert them into the top hinge.  Secure in place with the barrel bolts.  The top arm of the 
auto vents fix to the vent in the normal way, the bottom arm fixes to the underside of the 
lantern top eaves rail.  
 
You can now go back to the 9x6 instruction manual and complete the building.  Remem-
ber to fit the guttering before glazing the roof! 


